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  Type Packaging Types    MOQ

TSON
Thin Small Outline No lead Package

    Tape without reel + Reel     100 / 1k / 3.5k

VSSOP
Very Shrink Small Outline Package

    Tape without reel + Reel     200 / 1k

SON
Small Outline No lead Package

    Tape without reel + Reel     500 / 1k / 3.5k

SSOP
Shrink Small  
Outline Package

    Tube + Reel     100 / 150 / 1k / 3.5k

SOP
Small Outline Package

SOP4pin SOP6pin SOP8pin SOP16pin

    Tube + Reel
    SOP4: 100 / 1k
    SOP6: 50 / 75 / 1k

DIP
Dual Inline  
Package

DIP4pin DIP6pin DIP8pin

    Tube + Reel
    DIP4: 100 / 1k
    DIP6: 50
    DIP8: 100

Power-DIP
Power Dual Inline  
Package

Power-DIP

    Tube + Reel
    DIP4: 50 / 100 / 1k
    DIP6: 50 / 1k
    DIP8: 100 / 1k

SIL
Single Inline Package

SIL4pin

    Tube     20 / 25
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X or Y
Picked from 1/2 side

X: SOP, DIL-SMD
Y: VSSOP, SON, SSOP

Z or W
Picked from 3/4 side (Rotated by 180°)

Z: SOP, DIL-SMD
W: VSSOP, SON, SSOP

Tape & Reel Packaging
Direction of picking
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Example AQY221N2V

AQY221N2V

AQY221N2V1Y

AQY221N2VY

AQY221N2VW

150 in Tube

1k on Reel*
*Same dimension as 3.5k reel

3.5k on Reel 
Picked from 1/2 side

3.5k on Reel
Picked from 1/2 side
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Ordering Information

Valid only for combinations of products listed in the catalog 
(see “TYPES” in this catalog). 
Please inquire regarding combinations with products not listed in this catalog.

 

Y YF2 2 1 VE H LAQ

A = Normally open    B = Normally closed

Type

Output configuration

Current limit function
: NonNil

: With short circuit
protection
 (latching)

K

: With short circuit 
protection
(non-latching)

KL

: With current limitingL

Packing style
: TubeNil

: Tape and reel
(DIP/SOP)

X

: Tape and reel
(DIP/SOP)

Z: Tape and reel
(SSOP/SON/VSSOP)

Y

: Tape and reel
(SSOP/SON/VSSOP)

W

Package
: DIP

(through hole terminal)
Nil

: DIP
(surface mount terminal)

A

: SONM

: SOPS

: VSSOPT

: SSOPV

: TSONP

Driving method
: Current-sensitiveNil

: Power type 
voltage-sensitiveD

: Small size type
voltage-sensitive
(Recom mend input 

voltage: 5V)

F

I/O isolation voltage
: Basic insulation  

(200V, 500V, 1500V, 2500V, 3000V)
Nil : Reinforced insulation 

(5000V)H

Feature
: StandardNil

: EconomicalE : High capacityG

: Low C × RN : Low C × RR

: 4 channels
(16-pin)

S

: 1 channels
(6-pin)

V

: 2 channels
(8-pin)

W: 1 channels
(4-pin)

Y

: 1 channels
(SIL4-pin)

Z

Channel configuration

Load voltage
: 350V0
: to 40V1
: 50V to 60V2

: 250V3
: 400V4
: 80V to 100V5

: 600V6
: 200V7
: 1500V8

: 1000V9

: 1 Form A  (DC)1

: 1 Form A  (AC/DC)
2 Form A  (AC/DC)

2

: 1 Form B  (AC/DC)
2 Form B  (AC/DC)

4

: 1 Form A & 
1 Form B
 (AC/DC)

6

: HF type Low on-resistance
Power type Slim and power

0

: GU type Wide variation
GE type  
General use and Economical

1

: RF type 
Low on-resistance and low 
output capacitance

2

: HS type High sensitivity3

: HE type 
Low on-resistance & Economical

5

: Power High Capacity type 
Slim and power

6 9

: PD type Flat and power7

: CC type
Capacitor coupled isolation type

C
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Product Marking

AQ = PhotoMOS®

PhotoMOS® type

Y = 4 PIN

S = SOP package

X = T&R packaging

AQY2 1 2 G SX

Product marking is depending on package size.
If space is limited, only non-visible content is printed on the PhotoMOS®.

Example

G = High Capacity
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PhotoMOS® Date Code

3-digit date code for PhotoMOS® relays:

2 0 3

Calendar week, wheras in Japan calendar week 
begins on Sunday, i. e., if the year starts on a 
Saturday, the first calendar week only consists of 
one day.

Last digit of year (e. g. 2 for 2022) 

2 0 3 = 3rd calendar week 2022
2 0 4 = 4th calendar week 2022
2 0 5 = 5th calendar week 2022

008 = CW08 / 2020

Examples
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PhotoMOS® Soldering Profile

THT (Wave)

All PhotoMOS®: RT3 / IP67 / sealed / wash tight

SMD (Reflow)

Soldering @260±5 °C for max. 10s
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General PhotoMOS® Product Information 
Date: December 2022
Contact: Panasonic Industry Europe GmbH, photomos@eu.panasonic.com 
Notes: Data and descriptions in this document are subject to change without notice. 
Product renderings are for illustration purposes only and may differ from the real product appearance.

Get the new 
PhotoMOS® 
Relay App!

Further information:

Fighting Cards
Fighting cards | mediapool.industry.panasonic.eu

Application Notes
PhotoMOS Application Notes | Panasonic Industry Europe GmbH

Media Pool
Panasonic Mediapool | mediapool.industry.panasonic.eu

PhotoMOS® App 
Find the most suitable PhotoMOS®  relay for your application:

®

mailto:photomos%40eu.panasonic.com?subject=
https://mediapool.industry.panasonic.eu/Fighting%20cards
https://industry.panasonic.eu/products/components/relays/photomos-relays/photomos-application-notes
https://mediapool.industry.panasonic.eu/

