
IN Your Future

Interested?
Contact: wireless.connectivity@eu.panasonic.com

European development & production

Size optimized with the best RF performance

Local technical support

0 ppm failure rate

100% end-of-line tested Fast availability of samples & Evaluation Tools

Sleepy End Nodes, Mesh Extenders Thread Border Router, Controller WiFi End Devices
PAN1780 PAN1770 PAN1783 PAN1773 PAN9019A PAN9028 PAN9019

Terchnology Bluetooth 5.3 & 802.15.4 Bluetooth 5.3 & 802.15.4 WiFi 6 & BT 5.2 & 802.15.4 WiFi 5 & BT 5.2 WiFi 6 & BT 5.2

Chip nRF52840 nRF5340 IW612 88W8987 IW611

Processor ARM Cortex-M4F Dual ARM Cortex-M33

hosted module hosted module
Memory 1 MB Flash, 256 kB RAM

Application Core:  
1 MB Flash, 512 kB RAM

Network Core:
256 kB Flash, 64 kB RAM

Antenna Chip uFL Chip RF Pad RF Pad Chip / RF Pad (switchable) RF Pad

Size [mm] 15.6 x 8.7 x 2 15.6 x 8.7 x 2 15.3 x 12 x 2.5 24 x 12 x 2.8 15.3 x 12 x 2.5

Panasonic modules for Matter


