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General information Panasonic

INDUSTRY

The FP Web Expansion Unit (FPWEBEXP) can only be used with a FP Web-Server 2 with
the following configuration:

* BIOS version: at least V1.40 - Recommended V2.06 (July 2020)

* FP Web-Server 2 with a right side expansion connector
(Web-Server with at least HW V1.1, delivered since Jan. 2011)

* FP Web-Server 2 without the expansion connector cannot use the FPWEBEXP.

BIOS V1.40 Expansion
or higher connector

FP Web
Expansion Unit
can be used
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BIOS update warning

Warning:

1. On programming a flash image all files on the internal

flash disk will be erased.

Do not reset or power down the FP Web Server while

programming a flash image.

Never abort the transfer of a bootloader image file

The CT.EXE and the

BIOS file e.g. SC1x3V0206 FULL.hex
must be available in the install folder of
the FP Web Configurator folder
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(e %) = | C:\Program Files (x86)\Panasonic-ID SUNX Control\FP Web Configurator 2 — a X
Home Share View 0
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« v » ThisPC » (C:) Windows » Program Files (x36) » Panasonic-ID SUNX Control » FP Web Configurator 2 v @ Search FP Web Configurator2 @
FP Web Configurator 2 ~  Name Type Size ~
BaseFiles File folder
Resource File folder
CSV device list File folder
CT.exe Application ] 976 KB
- - 148 KB
A FPWebConfigurator.exe Application 1,000 KB
o L 32KB
v SC1x3V0206_FULL. hex HEX File ] 2,231KB v
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@ Configurator project: FPwebProj

Time Modbus FTP client / SD memory card
Project  Config  ConfigCOM  Ports E-mail
Local project:
FPwebProj

Save New

Remote unit:
ID=1451B 1P=192.168.178.59 Projeg

Find Send Initialize

Configuration

Web files

[ Securty

[] Send via FTP passive mode

PLC program

XY

Data logger FPWEB Script
Web HTTP client  Dialin

Save As Import

Back&Res

SNMP
Dial-out

GVL

Compare

X

IEC60870
VPN client

FP Web-5erver: What to do?

e Really update the RTOS of FP Web-Server

file SCT1x3V0206_FULL hex?

Press key Alt +

 BUton-aitialize |

[This will only work if the unit was reset
with [Initialize] and rebooted with
[Reboot] beforehand.)

Yes Mo

1. The CT.EXE application starts flashing the BIOS.

[For context-sensitive help, highlight button or entry field [using <TAB>) and press <F1.

End

2. Ifthe CT.EXE is completed the project files can be
sent to the FP Web Server.

Help

3. After areset the new BIOS is running.
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