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Control Web Creator Ver. 3.4.5

Information you need to know before using the software (Essential reading)

About Control Web Creator Ver. 3.4.5

This is a screen creation software for the Web server function.(FP7 CPU, KW2M-X, ELC500)
* When using this software requires a USB dongle article AFPSWCKEY.

Please use the version of the following if you are using the Web server function.
FP7 CPU: Ver. 3.30 or more

FPWIN Pro 7: Ver. 7.1 or more

FPWIN GR7: Ver. 2.6 or more

KW2M-X: All Versions

ELC500: All Versions

The Web server has the following limitations.
e Concurrent access number: 16 sessions
e Customer web: Content maximum capacity 13.83 MB
13.83 MB = 14,503,936 Byte

In order to use the content capacity up to 13.83MB, you will need to update each software version
below.

e FP7CPU unit: Ver.4.10 or more (Ver.3.40 - 3.99)

e WebCreator: Ver.2.0.0 or more

* If you do not meet the above either of these conditions, content capacity it will be able to
accommodate up to 6.86MB.

Caution

Be aware of the following points listed below.

This software is freeware. The copyright for this software is held by Panasonic Industrial Devices
SUNX Co., Ltd. By using this software it is assumed that you agree to "Conditions of Use" presented
below.

Conditions of Use

¢ Panasonic Industrial Devices SUNX does not warrant anything regarding the use of this
software.

e Panasonic Industrial Devices SUNX will not assume responsibility of any sort for direct,
indirect, repercussive, resulting or special damage that results from using this software or from
the operation of the software itself.

e Panasonic Industrial Devices SUNX does not restrict the use, copying or distribution of this
software.

However, when copying or distributing, Panasonic Industrial Devices SUNX prohibits the
procurement of fees other than the cost of media, and prohibits the applying of restrictions in
use of the software.
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System Requirements

Make sure that the computer on which you intend to run the software meets the minimum

specifications listed below.

(ON)

Windows 7 / 8 / 8.1 (32bit / 64bit)

Available hard disk space

500MB or more

Recommended CPU

Pentium4 1GHz or more

Recommended system RAM

1GB or more

Recommended display resolution

1280 x 800 px or more

Recommended color depth

Full color (32bit) or more

Applicable PLCs

FP7

Please check the browser to access the Web server.
[Access to the Web server available to web browser]

Windows

Google Chrome
Mozilla Firefox
Opera

Internet Explorer 11

OS X

Safari
Google Chrome
Mozilla Firefox

i0S

Safari
Google Chrome

Android

Google Chrome

*1 Windows®, Windows 7, 8, 8.1, 10 and Internet Explorer are trademarks or registered trademarks of
Microsoft Corporation in the United States and other countries.
Google Chrome and Android are registered trademarks of Google Inc.
Safari and OS X are trademarks or registered trademarks of Apple Inc. in the United States.
iOS is a trademark or registered trademark of Cisco Systems, Inc. in the United States and other

countries.

Firefox is a registered trademark of Mozilla Foundation in the United States and other countries.
Opera is a trademark or registered trademark of Opera Software ASA.
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